
PC System

Processor

Intel® Core™ i5 10210U Quad 
Core (8 Thread),1.6Ghz (4.2Ghz 
Turbo), 6MB Cache  
Intel® Core™ i7 10510U Quad 
Core (8 Thread), 1.8Ghz (4.9Ghz 
Turbo), 8MB Cache

Memory i5 OPS -   8 GB SODIMM RAM
i7 OPS - 16 GB SODIMM RAM

Storage 1 x M.2 250GB SSD (SATA,N-
VMe)

Graphics

Intel UHD Graphics for 10th 
Gen Intel Processors.
Supports DirectX 12, OpenGL 
4.5

Front input/output 
ports

1x USB 2.0 Type A
1x USB 3.0 Type A
2x USB 3.1 Type A
1x USB 3.1 Type C
1x HDMI 2.0 (4K @ 60Hz)
1x 3.5mm Line Out
1x 3.5mm Mic In
2x WIFI/BT Antenna

Network Gigabit Ethernet

Wireless
Intel AX (802.11a/b/g/b/ac/ax) 
WiFi Dual band (2.4Ghz and 
5.0gGhz) Bluetooth 5.0

Audio ReaItek ALC662 HD Audio IC

JAE 80-pin connector
1 x HDMI 2.0 out, 4K/60Hz,
3 x USB 2.0/3.0
TTL

TPM Firmware Trusted Platform 
Module fTPM 2.0

Material Metal

Net weight 1.5kg

Dimensions 180mm x 119mm x 30mm

Power Input 12-19V DC IN

Operating Temperature -5°C to 45°C

Storage Temperature -20° to 70°

Operating System Windows 10 Pro

Power type DC-IN

Specification             

The OPS PC for digital signage, turning your 
interactive flat panel into a big-screen all-in-one 
touch PC and powering smarter meeting rooms.

• 10th Generation “Comet Lake” Processor
• 8 to 16GB DDR4 2400GMHz RAM
• 1 x M.2 250GB SSD
• Supports up to 4K video resolution
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